


Specification T5.122 T5.152
Fs (Hz) 34.951 34.951

Qms 7.061 7.244

Vas (ft3) .73 1.57

Cms (mm/N) .0516 .0465

Mms (g) 401.323 445.883

Xmax (mm) 16.5 16.5

Xmech (mm) 37.5 53.5

Qes .685 1.108

Re (Ω) 3.6 3.6

Z (Ω) 4 4

BL (Tm) 20.682 18.609

MAX Power 2,000w 2,600w

RMS Power 1,000w 1,300w

Qts .624 .892

NO (%) .125 .180

Efficiency (1w/1m) 83.0dB 84.6dB

Voice Coil Diameter 3.00” 3.00’

Impedance DVC 2 Ω DVC 2 Ω



T5.122 Recommended Sealed Enclosures

Volume (ft3) QTC Tuning Freq.

Minimum 0.75 .884 52.5

Optimum 1.00 .785 50.3

Maximum 1.25 .725 49.5

T5.152 Recommended Sealed Enclosures

Volume (ft3) QTC Tuning Freq.

Minimum 1.50 .914 44.3

Optimum 2.00 .812 42.3

Maximum 2.50 .749 41.6

T5.122 Recommended Ported Enclosures

Volume (ft3) Round Port Size FB (Hz) Tuning Freq.

Minimum 1.75 4” x 15.25”L 36.2 33.3

Optimum 2.00 4” x 14.5”L 34 31.1

Maximum 2.25 4” x 14”L 32.2 29.3

T5.152 Recommended Ported Enclosures

Volume (ft3) Round Port Size FB (Hz) Tuning Freq.

Minimum 3.00 (2) 3” x 9.75”L 34.3 31.3

Optimum 4.00 (2) 4” x 15.75”L 32.1 28.5

Maximum 5.00 (2) 4” x 13”L 30.2 26.8




